
BUILT-IN VIDEOPLAYER
WITH SCHEDULE

WEATHER PROOF
BODY

(i)
2 CHANNEL WIRELESS

CONTROL

Automatic outdoor projector with integrated spacial scanner, timer, media player and GSM /  WIN remote control system.

Light power/
6000 ANSI/Lm (DLP)

Dimensions/
(h)235 x (w)675 x (1)525 mm

Weight/
21 kg

Input voltage/
230 V

Power consumption/
lkW MAX

Native resolution/
1024 x 768 px

Zoom/Focus/
servo controlled

Screen ratio/
4:3

IP rating/
IP43

Operating temperature range/
- 15°C <  >  +  35°C

Lamp life/
1000 h

Warranty/
2 years or 1000 light hours

Optional accessories/

WALL FIXTURE

POST FIXTURE

HEAVY-DUTY TRANSPORT CASE
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Distance to P r o j e c t i o n  L i g h t  power per
object s i z e  s q u a r e  meter

50m

40m

30m

20m

10m

Om

w max 25.0 m
h max 18.8 m

w min 20.8 m
h min 15.6 m

w max 20.0 m
h max 15.0 m

w min 16.7 m
h min 12.5m

w max 15.0 m
h max 11.3 m

w min 12.5 m
h min 9.4m

w max 10.0 m
h max 7.5 m

w min 8.3 m
h min 6.3m

w max 5.0 m
h max 3.8 m

w min 4.2 m
h min 3.1m

12 ANSI Lm /  mA2

18 ANSI Lm /  mA2

20 ANSI Lm /  mA2

28 ANSI Lm /  mA2

35 ANSI Lm /  mA2

51 ANSI Lm /  mA2

80 ANSI Lm /  mA2

114 ANSI Lm /  mA2

315 ANSI Lm /  mA2

460 ANSI Lm /  mA2

A n o l o w p




